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Self Manifolding, Direct Acting

Flexibility of a stand-alone 3-way, 2-position configuration or multiple
assembly manifold is featured with the MV74MM'’s symmetrical body.

Part Number 217363-XXXX
With this building block concept, designers can mix and match MV74MM
Pressure Range 0-3,000 psig (0-206 bar)
valves for 3-way, 3-position; 4-way, 3-position or various multi-functional Proof Pressure 4,500 psig (310 bar)
system applications. Integral gage or special pressure/return ports are also B — 7,500 psig (517 bar)
available. End Connections AND 10050-4 1/4” port
Electrical Continuous Duty 18-28 VDC

1 amp at 24 VDC
Resistance: 23.5—26 ohms

Features: Benefits: Connector: MS33678-10SL-4P
- Balanced poppet - Easily manifolded to fit your Cv 0.24

- Optimum size to weight ratio needs ESEOD 0.115 dia (2.92 mm)

- Bubble tight sealing - Unlimited design configurations Body Material ALALY 2014-T6

- High reliability and quality - Saves space Trim 300 Series Stainless Steel

- Standard inert pneumatic fluids - Eliminates interconnecting tubing Seat Material Nylon

- Versatile; 2-way, 3-way Seal Material Buna N

- Continuous operation Weight 0.9 1b (0.41 kg)

Note: The listed performance data represents specific program requirements and not the design

limitations of the device.
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MV74a4MM / SELF MANIFOLDING SOLENOID

Multi-Configuration Direct Acting

MV74MM Accessory Equipment

Special accessory devices are available that add to the versatility of
the MV74MM. By incorporating these accessories, the MV74MM
can be configured for 3-way, 3-position; 4-way, 3-position or multi-

function operation.

A . Bushing: Part No. 143361
Provides a positive flange seal between individual valves or
between a valve flange and mounting bracket. Uses 4400181-
0120 o-ring.

B . Mounting Bracket: Part No. 145392
Standard mounting bracket gives additional mounting support
to unusually long valve manifold assemblies. It permits unin-
terrupted flow connection for both manifold passages. Sym-
metrical design allows brackets to be inserted in either of four
positions anywhere in the assembly.

C. Mounting Bracket with Port (AND10050-4):
Part No. 145812

Permits application of different pressure levels to any valve in

the manifolded assembly. The bracket is rotated to pressure
either A or B line and has four mounting positions like the
standard bracket.

Plugs: Part No. 145742

Seals any individual flange port. It allows the stopping or
diverting of flow between valves throughout the manifold

assembly. Uses 4400181-0080 o-ring.

. Fittings: Part No. 4710203-0404

Screen pressure fittings protect against contamination and
minimize seat damage. Must be used on pressure ports, op-
tional on others. Uses 4410181-9040 o-ring

Hydraulic Lock: Part No. 221253

The hydraulic lock converts a two MV74MM valve unit from
an open center, 4-way, 3-position valve to a closed center, 4-
way, 3-position unit. With both solenoids de-energized, the
piston in the cylinder locks hydraulically in any desired posi-

tion.
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Multi-Configuration Direct Acting

Product Application

The modular design concept of the Marotta MV74MM makes it possi-
ble to design and build production systems, brass-board arrangements

or test set-ups by using the same valves for each application.

Schematic below illustrates a minimum of line connections in the

manifolding of four MV74MMs into one bank of valves controlling

two double acting cylinders.

Independent operation of two hydraulic or pneumatic cylinders from a single four-valve unit.
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